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TABLE 5 TO APPENDIX TO PART 655, SUBPART F—DAYTIME COLOR SPECIFICATION LIMITS FOR 
RETROREFLECTIVE PAVEMENT MARKING MATERIAL WITH CIE 2° STANDARD OBSERVER AND 45/0 
(0/45) GEOMETRY AND CIE STANDARD ILLUMINANT D65. 

Color 

Chromaticity Coordinates 

1 2 3 4 

x y x y x y x y 

White ..................................................... 0.355 0.355 0.305 0.305 0.285 0.325 0.335 0.375 
Yellow .................................................... 0.560 0.440 0.490 0.510 0.420 0.440 0.460 0.400 
Red ........................................................ 0.480 0.300 0.690 0.315 0.620 0.380 0.480 0.360 
Blue ....................................................... 0.105 0.100 0.220 0.180 0.200 0.260 0.060 0.220

TABLE 5A TO PART 655, SUBPART F—DAYTIME LUMINANCE FACTORS (%) FOR RETROREFLECTIVE 
PAVEMENT MARKING MATERIAL WITH CIE 2° STANDARD OBSERVER AND 45/0 (0/45) GEOMETRY 
AND CIE STANDARD ILLUMINANT D65. 

Color 
Luminance Factor (Y%) 

Minimum Maximum 

White ................................................................................................................................................. 35 
Yellow ................................................................................................................................................ 25 
Red .................................................................................................................................................... 6 15 
Blue ................................................................................................................................................... 5 14

TABLE 6 TO APPENDIX TO PART 655, SUBPART F—NIGHTIME COLOR SPECIFICATION LIMITS FOR 
RETROREFLECTIVE PAVEMENT MARKING MATERIAL WITH CIE 2° STANDARD OBSERVER, OBSERVA-
TION ANGLE OF 1.05°, ENTRANCE ANGLE OF +88.76° AND CIE STANDARD ILLUMINANT A. 

Color 

Chromaticity Coordinates 

1 2 3 4 

x y x y x y x y 

White ..................................................... 0.480 0.410 0.430 0.380 0.405 0.405 0.455 0.435 
Yellow .................................................... 0.575 0.425 0.508 0.415 0.473 0.453 0.510 0.490 

Note: Luminance factors for retroreflective pavement marking materials are for materials as they are intended to be used. For 
paint products, that means inclusion of glass beads and/or other retroreflective components. 

[67 FR 49572, July 31, 2002, as amended at 67 
FR 70163, Nov. 21, 2002]

Subpart G [Reserved]

PART 656—CARPOOL AND 
VANPOOL PROJECTS

Sec.
656.1 Purpose. 
656.3 Policy. 
656.5 Eligibility. 
656.7 Determination of an exception.

AUTHORITY: 23 U.S.C. 146 and 315; sec. 126 of 
the Surface Transportation Assistance Act 
of 1978, Pub. L. 95–599, 92 Stat. 2689; 49 CFR 
1.48(b).

SOURCE: 47 FR 43024, Sept. 30, 1982, unless 
otherwise noted.

§ 656.1 Purpose. 

The purpose of this regulation is to 
prescribe policies and general proce-
dures for administering a program of 
ridesharing projects using Federal-aid 
primary, secondary, and urban system 
funds.

§ 656.3 Policy. 

Section 126(d) of the Surface Trans-
portation Assistance Act of 1978 de-
clares that special effort should be 
made to promote commuter modes of 
transportation which conserve energy, 
reduce pollution, and reduce traffic 
congestion.

§ 656.5 Eligibility. 

(a) Projects which promote ride-
sharing programs need not be located 
on but must serve a Federal-aid system 
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